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The perfect entry into the world of web monitoring

ELSCAN OMS3
Erhardt+Leimer 
Web monitoring system

OMS3 was the first SMART camera in ELSCAN 
web monitoring systems. SMART because the 
system was specifically tailored to the needs of 
the label market. SMART because the computer 
is fully integrated, simplifying commissioning 
and reducing components. And SMART because 
the system also offers a cost-effective alternati-
ve to other web monitoring systems.

Originally designed for the narrow-web label 
market, OMS3 is now extended by Generation 
2, making it ideal for the wide-web printing 
market, too. OMS3 provides basic features that 
simplify work at the printing press and 
significantly reduce setup times.

The basic package includes, for example, an 

extended position gallery that allows up to 30 
positions to be saved. In addition, there is a 
special LED flash which is suitable for almost all 
materials. Computing performance has also 
been increased to ensure smooth operation. 
And yet OMS3 remains the affordable entry into 
web monitoring, mastering basic applications 
with flying colors. 
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Trusted quality – new possibilities

	� 4K camera resolution for razor-sharp images
	� Crossbeam with manual and motorized 
camera positioning
	� LED-based flash concept suitable for 
almost all materials
	� Swiveling camera
	� Easy system integration
	� Remote maintenance access for service calls
	� Comprehensive basic software package with 
position gallery, auto-scan functions, image 
stabilization, and commissioning wizard

Camera

Field of view 100 mm x 75 mm to 5 mm x 3,7 mm

Resolution 4K UHD (3840 x 2160 pixels)

Zoom Optical zoom (motorized); 0 to 100%

Flash LED dark field illumination 

Protection class IP 30

Web surfaces Foil, paper, labels, cold and hot embossing foils, clear-on-clear

Monitor

Operating voltage 100 V to 240 V AC / 120 W (±10 %)

Connection HDMI

Resolution 22“ / 24“ Full-HD (1920 x 1080 pixels)

Variants Standard / multitouch

Crossbeam

Length max. 4.000 mm

Operating width max. 3.800 mm

Mounting Partition wall / one-sided mounting

Actuating speed max. 250 mm/s

IPC (Industrial computer)

Operating voltage 100 to 240 V AC 
50 to 60 Hz

Operating system Windows 11

System data

Web speed max. 600 m/min

Ambient temperature +0 °C to +50 °C

The Generation 1 ELSCAN OMS3 system is still 
available and offered alongside the Generation 2 
system in the narrow web label market. This 
ensures that we always have the optimal solution 
for your application.

Technical Data


